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Network Management and Protocol Support: 
• Built-in Java-Based Web-Browser Management 

• SNMP Management Agent and MIB II 

• Sun Solaries HP OpenView, Castle Rock Computing 
SNMPc etc. 

• PPPoE (PPP over Ethernet) 

• PPPoA  (PPP over ATM) 

• VPN PPTP (Point to Point Tunneling Protocol) 

• L2TP (Layer 2 Tunneling Protocol RFC 2661) 

• Telnet for remote control 

• RIP1-2 

• NAT 

• Virtual Computer (DMZ): provides unrestricted 2-way com-
munication between Internet servers and specified local IP 
address 

• TFTP Firmware upgrade 

• IEEE 802.1d Spanning Tree 

• Record incoming and outgoing traffic 

• Firewall and Packet Filtering 

• Administrator allows any Intranet user to access the 
Internet, block users, and deny specific Internet requests. 

INTERFACES 
Line Interface: RJ-11 

LAN Interface: RJ-45 Auto-negotiate/MDIX 

Industry standard line-coding 

PERFORMANCE
Data Rate: 12.0 / 24.0 Mbps up to 8K ft 

(proprietary) 

8.0 Mbps up to 8K ft (Industry) 

640Kbps up to 18.0K ft 

64Kbps up to 20.0K ft 

Distance:  0 ft. ~20K ft; 0Km ~ 6.5Km 

LED DISPLAY 
Power Indicator 
10/100Mbps Link Status/Activity 
10/100Mbps Full-duplex/Collision 
ADSL2+ Link status 
ADSL2+/ADSL Activity 

SYSTEM 
Power Consumption: 5.0W Max. 
Dimension:  6.25”W x 4.13”D x 1.13”H 
Temperature:  0 to 50°C 

  Humidity:  5% to 95% non-condensing Applications: 




