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VX-VEB160G4 (V2)

Ultra-Speed Copper Ethernet Extender with 4 Gigabit Ethernet Ports

Versa Technology’s VX-VEB160G4 (V2) is a second
generation Copper Ethernet Extender that can achieve
up to 300Mbps (Downstream: Up to 190
Mbps/Upstream: Up to 110 Mbps). It delivers fiber-optic
like speeds via existing copper lines, providing a
cost-effective alternative to fiber deployment. The
second generation Ethernet Extender features 4 x
Gigabit Ethernet Ports (RJ-45 connector) and 1 x
VDSL2 port (RJ-45 connector) in a metal enclosure.
The Ethernet Extender supports transparent LAN
bridging that extends Ethernet connections via UTP,
Cat 5+ or Coaxial cables. The Long Reach Ethernet
Extender provides high throughput even in harsh
industrial environments allowing service providers to
deploy their network at any location.
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Features

* High speed Ethernet extension over UTP, CAT 5e / 6 / 7 or Coaxial cables.
+ Cost-effective bridge function to connect two Ethernet LAN

+ Supports extended temperature range

+ [IEEE 802.1Q VLAN tag transparent

+ Simple plug-and-play Installation

Specifications

\V ' System Information

* RJ-45 connector

* DMT Encoding

VDSL Interface - Complying with ITU-T G993.1 /993.2 / G.997.1
+ On-board surge protection

* 4 x RJ-45 connectors
LAN Interface + 10/100/1000 Base-T; Auto-Negotiation, Auto-MDI/MDI-X.
« Complying with IEEE 802.3 / 802.3u / 802.3z

+ Selectable OT or RT mode

+ Selectable Fast or interleave mode

+ Selectable 30a or 17a (VDSL2 Profile)
- Profile 30a: High Throughput Mode
- Profile 17a: Long Reach Mode

+ Selectable target SNR margin (6dB or 9dB)

4-Position DIP Switch

+ Power: On / Off

* LAN: Fast Ethernet / Gigabit Ethernet

+ VDSL2: Mode - OT / RT

+ VDSL2: Sync - Idle / Trained / Link (slow blink / fast blink / solid)
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+ Option 1: 7 -21 VDC over terminal block

- (External Power Adaptor is not included)
Power Supply * Option 2: 12 VDC over 2.1mm DC Jack

- (External Power Adaptor included)
« Power Consumption: 4.5 Watts maximum

Operating Temperature - -40°C ~ 75°C

Dimension * 90.5 mm x 40 mm x 117mm
Humidity * 0% ~ 95% RH (non-condensing)

Installation + Wall Mounting or Magnet Kit (optional)

- CE
Regulatory Compliance - FCC Part 15 Class A
+ EN60950
UTP, 24AWG UTP, 24AWG
Profile 30a: High Throughput Mode Profile 17a: Long Reach Mode

500 97 183 500 54 129
1,000 5k 136 1,000 49 112
1,500 40 96 1,500 39 84
2,000 24 64 2,000 23 60
2,500 10 56 2,500 11 45
3,000 6 43 3,000 6 40

4,000 1 31
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